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• Do not attempt to repair or replace any part of your appliance unless it is
specifically recommended in this manual.
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WARNING

FOLLOW WARNING CALLOUTS BELOW ONLY WHEN APPLICABLE TO YOUR
MODEL
• Use two or more people to move and install the appliance. Failure to do so
can result in injury.
• To ensure proper ventilation for your appliance, the front of the unit must
be completely unobstructed.
°
°
• Choose a well-ventilated area with temperatures above S0 F (~10 C) and
°
°
below ll0 F (~43 C).
• The appliance should not be located next to ovens, grills or other sources of
high heat.
• The appliance must be installed with all electrical, water, and drain
connections (if applicable) in accordance with state and local codes. A
standard electrical supply (110 V AC only, 60 Hz), properly grounded in
accordance with the National Electrical Code and local codes and
ordinances, is required.

• Do not kink or pinch the power cord of the appliance.
• It is important that the appliance be leveled in order to work properly. You
may need to make several adjustments to the feet or wheels to level it.
• All installations must be in accordance with local plumbing code
requirements (if applicable).
• Make certain that the pipes are not pinched, kinked or damaged during
installation. (If applicable)
• Never allow children to operate, play with or crawl inside the appliance.
• Do not use solvent-based cleaning agents or abrasives on the interior. These
cleaners may damage or discolor the interior.
• Use this appliance only for its intended purpose as described in this
instruction manual.
• Keep fingers out of the "pinch point" areas. Clearances between the door
and cabinet are necessarily small. Be careful closing the door when children
are nearby.
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TROUBLESHOOTING
You can solve many common problems easily, saving you the cost of time spent
communicating with customer service. Try the suggestions below to see if the
problem you're facing has a simple solution.

Problem

The fridge isn't
working.

Possible Causes

It isn't connected to a
power supply.

Plug in the fridge.

The fridge isn't turned
on.

Turn on the fridge.

The temperature is not
set correctly.

Check the set
temperature.

The circuit breaker is
tripped, or a fuse has
been blown.

Turn the circuit breaker
back on, or replace the
fuse.

The ambient
temperature could
require a lower
temperature setting.

Set to a lower
temperature.

The door is being
opened too often.
The door was not closed
completely.

The fridge isn't cold
enough.

Solution

The door is not
hermetically sealed.
The condenser is too
dirty.

The ventilation opening
is blocked or too dusty.

Do not open the door
more often than
necessary.
Close door properly.
Check the door seal and
clean or replace if it does
not provide a proper
seal.
Clean the condenser
when necessary.

Clear any obstructions
and clean the dust.
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INSTALLATION

CLEANING

BEFORE USING YOUR FRIDGE
Remove the exterior and interior packing.

I

Before plugging in the fridge, let it stand upright for approximately

MAINTENANCE

CLEANING YOUR FRIDGE
• Turn off the power, unplug the fridge, and remove all items, including

24 hours.

shelves.

• Wash the inside surfaces with a solution of warm water and baking soda

Doing this will reduce the possibility of a malfunction in the cooling system

(about 2 tablespoons of baking soda per 4 cups of water).

from handling during transportation.

• Wash the shelves with a mild detergent solution.

Clean the interior surface with lukewarm water using a soft cloth.

• Wring excess water out of the sponge or cloth before cleaning the area
where the controls are located, or any place on or near electrical parts.

Install the handle on the door, if it is not already attached

I
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• Wash the outside of the fridge with warm water and a mild liquid detergent.
Rinse well and wipe dry with a clean, soft cloth.

• Use an approved stainless steel cleaner to clean the door frame and handle.

INSTALLING THE FRIDGE

Do not use steel wool or a steel brush on the stainless steel.

This fridge is designed to be either built-in or freestanding.

CAUTION:

Note: This appliance may be used for the storage of medicine and other

medical products.

Place your fridge on a floor that is strong enough to support it when it is fully

loaded. To level the unit, adjust the front leveling legs, or the screws on the

wheels.
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POWER FAILURE
Most power failures are corrected within a few hours and they should not

Make sure that the air vent at the front of the appliance is never covered or

affect the temperature of your fridge, as long as you avoid opening the door. If

blocked in any way.

the power is going to be off for a longer period of time, it is recommended that
you transfer all perishable/sensitive contents to a functional fridge or cooler.

Note: It is recommended that you do not install the appliance near an oven,

To prevent odor and mold growth, leave the door open slightly, blocking it

radiator or other heating source. Any nearby heat sources may increase

open if necessary. Lay a towel down below the open front of the fridge in case

electrical consumption. Do not install in a location where the temperature will
°

Failure to unplug the fridge during cleaning could result in electrical shock or
other personal injury.

°

°

°

fall below S0 F (~10 C) or above 110 F (~43 C). For best performance, do not
install the fridge behind a cabinet door or block the vent in the front.

Avoid installing the fridge anywhere with excessive moisture.
Plug the fridge into a properly grounded wall outlet. Do not plug the fridge into

a power strip or extension cord.
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any frost buildup melts and drains out.

VACATION TIME
Short vacations: Leave the fridge running during vacations that are shorter

than three weeks.

Long vacations: If the fridge will not be used for a month or more, remove all

items and turn it off. Clean and dry the interior thoroughly. To prevent odor

and mold growth, leave the door open slightly, blocking it open if necessary.

Lay a towel down below the open front of the fridge in case any frost buildup

melts and drains out.

I
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I CASTER INSTALLATION (If Applicable)

EXTENSION CORD
Because of potential safety hazards under certain conditions, it is strongly

recommended that you do not use an extension cord with this appliance.

However, if you must use an extension cord, it is absolutely necessary that it be

a UL/CUL-Listed, 3-wire grounding type appliance extension cord having a

grounding type plug and outlet and that the electrical rating of the cord be 110

I

volts.

INSTALLING THE STAINLESS STEEL HANDLE
To install the handle, follow the instructions below:
1.

2.

3.

Remove the rubber gasket from the right side of the inside of the door

{you don't need to remove the whole gasket, just the side that covers the

openings for the screws).

Remove the screws from the included bag. Feed the screws through the

holes from the inside until they poke through to the outside front of the

door frame.

Align the handle with the two screws, then tighten the screws into the

handle using a screwdriver until the handle is both flush and secured

tightly against the door frame. DO NOT over-tighten the screws, as you
may cause damage to the door frame.
Door frame
profile
Door handle

Screw

1.
2.
3.

Remove everything from the cabinet and lay the unit on its side on a clean,

dry, and padded surface.

Install casters into the holes on the bottom of the unit {as shown in the

picture below) and tighten screws with a screwdriver.

The two casters equipped with locks should be installed on the front of the

unit.

4.

Once all four casters are attached, stand the fridge upright on the wheels,

5.

Allow the unit to sit for 8-10 hours before plugging it in again. This allows

making sure the fridge is still level.

the refrigerant to settle again, preventing potential malfunctions.

